
SG3000 Series
Vertical Coiling Security Grilles

SG3000 Series security grilles provide a more aesthetically 
pleasing solution to securing openings than conventional 
accordion folding or sliding gates. These vertical coiling 
units are made of vertical links and horizontal rods – either 
stainless steel or aluminum. They are available in motor, hand 
crank, hand chain and push up operated designs. A variety of 
finishes and patterns is available.

SG3000 grilles require much less head room and side room 
than other options providing design professionals with a 
great deal of flexibility. When head room is a severe problem, 
the motor drives can be remotely mounted thus reducing the 
head room requirements by several inches.
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MODEL OPEN/CLOSE EGRESS FUNCTION

SG3000
Power or Manual* 

Operator
N/A Vertical coiling security grille

G1000 Power Operator Fail-safe mechanical open Vertical coiling, self-opening security grille

G1500 Power Operator
Fail-safe mechanical open  

and swing doors
Vertical coiling, self-opening security grille with 

deployable swinging egress door(s)

SC3000G Power Operator N/A Side coiling security grille

G4000 Power Operator Fail-safe mechanical open Side coiling, self-opening security grille

G4500 Power Operator
Fail-safe mechanical open  

and/or swing doors
Side coiling, self-opening security grille with  

fixed swinging egress door(s)

*Manual operation is limited by size, consult the factory.

Service & Security Grilles
McKEON grille assemblies are custom-designed to meet your specific needs. There are more than six 
curtain patterns and anodized finishes to chose from, either vertical or side coiling.  The self-opening 
models are designed to provide exiting when security is desired in the path of the means of egress. Using 
fail-safe mechanical technology a self-opening grille will provide adequate egress in the path of exit every 
time.


